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Cisco Unified Communications Manager Express 7.0
Call processing software on core Cisco 1861 router•	
VoIP and analog phone support•	
License support for up to 15 phone users•	
Integrated voicemail and auto-attendant solution with •	
Cisco Unity Express
Extensive trunking support including H.323 and SIP •	
trunking

Satellite modem: Thrane & Thrane EXPLORER® 500
High-speed satellite IP communications•	
Broadband mobile terminal with integrated antenna•	
Global coverage through Broadband Global Area Network •	
(BGAN) satellite service, which offers Internet and public 
phone system access
Simultaneous voice and data to access applications and •	
phone calls at the same time
Streaming IP at speeds up to 128 kbps for guaranteed QoS •	

Cisco® Unified IP Phone 7911G (2 units)
10/100BASE-T Ethernet connection through two RJ-45 •	
ports, one for the LAN connection, and the other for 
connecting a downstream Ethernet device, such as a PC.
Signaling protocol support: Supported in Cisco Unified •	
Communications Manager Versions 3.3(5)SR2, 4.1(3)SR3a, 
4.2(1)SR1, and higher using Skinny Client Control Protocol 
(SCCP); supports both SCCP and Session Initiation Protocol 
(SIP) with Cisco Unified Communications Manager Version 
5.0(2) and higher.
Codec support: G.711a, G.711, G.729a, G.729b, and G.729ab •	
audio-compression codecs
Configuration options: Provisioning of network parameters •	
through Dynamic Host Configuration Protocol (DHCP).
Voice quality: Comfort-noise generation and voice-activity-•	
detection (VAD) programming on a system basis.
Works with Cisco PoE from any Cisco inline power-capable •	
switch. Can receive power from IEEE 802.3af-compliant 
blades.

Custom power-conditioning power supply
400W•	
Supports power input of 90-264V AC 47-63hz, and  •	
10-36V DC
Accepts AC and DC input with auto-sensing, auto-•	
switching support
Absorbs power surges while maintaining correct  •	
voltage output 

Hardigg Storm Case® iM2400 and iM2500
Briefcase style•	
35 lbs. gross weight per case•	
iM2400: 19.2 x 15.2 x 7.3 in•	
iM2500: 21.7 x 14.1 x 8.9 in•	
iM2500 has wheels and a pullout handle for easy •	
transportability

Temperature Operating Range
Temperature Operating Range: 0 – 50 °C•	

PacStar 4100 Options
 

Harris SecNet 54 EMOD
•	 High-performance NSA-certified Type-1 In-line Network 

Encryption (INE) – for red/black separation between 
convergence and enclave routers

•	 HAIPIS 1.3.5 PPK compliant
•	 PoE operation
•	 Wired Red-side Ethernet connectivity
•	 Dual Black-side Ethernet connectivity
•	 DHCP, NAT and VPN tunneling support

DTECH WHISPER™ 400 Mobile VoIP Interface Bundle
Mobile Voice over IP (VoIP) network device•	
Designed to extend analog voice, VoIP (SIP/H.323) and •	
Secure Calling (STU/STE/SCIP) across IP-based networks 
(i.e., IP LAN, IP WAN, IP/ISDN, VSAT, BGAN) in a network 
configuration using a unique VoIP optimization technique 
(called BSP/VTP) that reduces the bandwidth per call 
required and reduces the number of packets required to 
transport VoIP calls between remote/local devices.
This configuration is known as the PacStar 4100-W•	

Intellectual Property 
Pacific Star Communications, Inc. products are protected by •	
US patent number 7,535,861
Additional patents pending•	


